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CONQUER ELECTRONICS CO.LTD.

%E*g = Spec. No. SFA456

Specification For Approval

G882 © CQ-219D (RoHS) # & 1%1% 4 F

Type : CQ-219D (RoHS) In-Line Fuse Holder
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A S # Specifications :
1. i A $& B Available Range : For 5x20mm and 6.3x32mm fuse °

2.7k B R <4 F B Shape & Size as following illustrations »  Unit : mm

57.5+2.0

5.1£0.3

UL 1015 20# 230mm Loop

/ 21.0£1.0

UL 1015 20# 230+10mm (RL) (Red)

% Tolerance : 0.2

3. # ¥ Material :
3.1 A% Body : B#E Nylon
3.2 3% Spring : #4R4% SWB
3.3 3%+ Terminal : 35 4R4%4% Nickel Plated Brass
3.4 &4 Wire : & )k PVC (UL 1015 20AWG / 230mm )
< # 3£ Remark :
SMRTREETUAFRA -
Wire diameter or length can be customized.
REZ MG XGEM » BT o R R EE LR 6 T4 -
To cut the wire to divide into two independent wires.
3% % #F Spring quantity : CQ-219D (5.2)(RoHS) x2 pcs ~ CQ-219D (6.3)(RoHS) x1 pcs.

4. EMHM Electrical Characteristics :
4.1 %% & # Rated Current : 6.3A
4.2 #% a3 Insulation Resistance : Min 100MQ (500V DC) -
4.3 #mrain Contact Resistance : 5SmQ (1A DC) o

4.4 4-%& 3% K Dielectric Strength : AC 2000V Min (60 Sec) °
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5. A Type : Z 4% Interlock type °

6. g5 X AZEM Storage Methods And Expiration Date :

6. | 577454 « EH/RBEFRE2SCHSTC,-10C) ~ & E40%RH(+30%RH, -20%RH) °
Storage conditions : The recommended storage temperature 25°C (+5°C, -10°C) ~
relative humidity 40%RH(+30%RH, -20%RH).

6.2 FRAFEATR - 1 (KRIREL) °

Expiration date : For the packing products : one year.

Conquer Electronics Co., LTD.
No.26, Wucyuan Sth Rd., Wugu Dist.,(New Taipei Industrial Park) New Taipei City 24888, Taiwan TEL:+886-2-8990-2189 (fX345%) FAX:+886-2-8990-2577
Peitou Factory : No. 15, Lane 120, Lite Road, Peitou, 11259, Taipei, Taiwan. TEL: +886-2-2895-8805 (fXZ5%) FAX:+886-2-2895-8880

E-mail: congfuse@ms62.hinet.net Offical Website: http://www.conquer.com.tw

P3






